
GORE®  GR

Quality assurance
The GORE Quality Management System has  
been  by DQS in accordance with  
ISO 9001. Component suppliers are  
also integrated into this system.

Ordering text
GORE®  GR sheet gasketing, thickness (in mm).

Gasket stress [MPa]

Leakage test according to EN 13555 (interior pressure 40 bar helium; DN40/PN40)
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Installation instructions
The seals must be installed according to the current ESA guide-
lines. These guidelines, as well as the torque tables for standard 

ges, are available on request.

Available sizes and size selection
GORE®  GR sheet gasketing is available in the following sizes.

SHEET GASKETING

Leakage rates Residual stress

Creep relaxation test according to EN 13555  
 500 kN/mm, initial gasket stress 30 MPa, DN40/PN40)

Test according to EN 13555

 20 ˚C 150 ˚C 230 ˚C 230 ˚C

GR 15 0.95  0.85  0.77  120 MPa  17 MPa  10 MPa

GR 30 0.89  0.74  0.65  120 MPa  21 MPa  10 MPa

PQR data QSmax Qmin (0,1) QSmin

Type Length x width Thickness  
 [mm] [mm]

GORE®  GR sheet gasketing GR 05  1524 x 1524  0.5

GORE®  GR sheet gasketing GR 10  1524 x 1524  1.0

GORE®  GR sheet gasketing GR 15  1524 x 1524  1.6

GORE®  GR sheet gasketing GR 20  1524 x 1524  2.0

GORE®  GR sheet gasketing GR 30  1524 x 1524  3.2

GORE®  GR sheet gasketing GR 50  1524 x 1524  5.0

GORE®  GR sheet gasketing GR 60  1524 x 1524  6.4

by W. L. Gore & Associates GmbH  
 according to  

DIN ISO 9001:2008
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All technical information and advice given here is based on our previous experiences and/or test results. We give this information to the best of  
our knowledge, but assume no legal responsibility. Customers are asked to check the suitability and usability in the  application, since the  
performance of the product can only be judged when all necessary operating data are available.  are subject to change without notice.  
Gore’s terms and conditions of sale apply to the purchase and sale of the product.
GORE and designs are registered trademarks of W. L. Gore & Associates, © 2010-2013, W. L. Gore & Associates GmbH

Supplied by: For detailed selection criteria, technical information, installation guideline and 
a complete listing of local sales o es please visit gore.co.uk/sealants  

North America/South America  Europe/Middle East/Russia/Africa  
W. L. Gore & Associates Inc. (USA)  W. L. Gore & Associates GmbH (Germany)  
Tel.:  +1 800 654-4229  Tel.:  +49 89 4612-2215  
Fax: +1 410 506-8585  Fax: +49 89 4612-43780  
Email:  sealants@wlgore.com  Email:  sealants_EU@wlgore.com  
  
Asia/Australia  
W. L. Gore & Associates (China)  
Tel.:  +86 21 6247-1999  
Fax: +86 21 6247-9199  
Email:  sealants_AP@wlgore.com

FOR INDUSTRIAL USE ONLY. Not for use in food, drug, cosmetic or medical device manufacturing, processing, or packaging operations.
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